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Required under USDL Safety and Health Regulations for Ship Repairing,
Shipbuilding, and Shipbreaking (29 CFR 1915, 1916, 1917)

SECTION|

MANUFACTURER'S NAME
Dexter Corporation, Hysol Division

EMERGENCY TELEPHONE NO,
415/687-4201

ADDRESS (Number, Street, City, State, and ZIP Code)

2850 Willow Pass Road (P.O. Box 312), Pittsburg, allforma 94565
CHEMICAL NAME AND SYNONYMS TRADE NAME AND SYNONYMS
. Curing Agent A
CHGM{%A FAMILY FORMULA
1e amino propylamine
SECTION Il - HAZARDOUS INGREDIENTS
PAINTS, PRESERVATIVES, & SOLVENTS | % | LV ALLOYS AND METALLIC COATINGS % | (Uniesl
PIGMENTS BASE METAL o
CATALYST 999 ALLOYS
VEHICLE ' METALLIC COATINGS -
F ER MET
SOLVENTS P COATING OR CORE FLUX
ADDITIVES Dye 0.] OTHERS
OTHERS R
HAZARDOUS MIXTURES OF OTHER LIQUIDS, SOLIDS, OR GASES % | (J,l,'i\{.)
NOTE: This product is a restricted article for air shipments per
CFR 49, paragraph 172.5 and is classified Corrosive Liquid, n.o.s.
SECTION 1li - PHYSICAL DATA
BOILING POINT (°F.) 337 SPECIFIC GRAVITY (H0=1) O 829
VAPOR PRESSURE (mm Hg.) 1 ;sR&geJ“\é%;l)\TILE
VAPOR DENSITY (AIR=1) 4.4 :':VAPORAT'ON Do 0.1
SOLUBILITY IN WATER - 100%.
APPEARANCE AND ODOR Red 1iquid with ammonical odor
SECTION IV - FIRE AND EXPLOSION HAZARD DATA
FLASH POINT (Method used) FLAMMABLE LIMITS .‘Lﬂn [P
130°F_TCC ot 6
EXTINGUISHING MEDIA
CO02, Foam

SPECIAL FIRE FIGHTING PROCEDURES

Seif contained breathing apparatus should be available

UNUSUAL F

IRE AND EXPLOSION HAZARDS
None
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SECTION V - HEALTH HAZARD DATA -

THRESHOLD LIMIT VALUE

Rat Oral L D50>1.0 am/kg est. Rabbft Percut LD50-0.75 gm/kqg est.

EFFECTS OF OVEREXPQSURE , . . ]
Liquid is corros1ve to skin and eyes. May cause sensitization and other allergic

responses. , Toxic if absorbed through skin.

EMERGENCY AND FIRST A1DO PROCEDURES ’ . . - . o
If contact occurs, wash skin immediately with water

and soap. Flush eyes immediately with water for 15 minutes. Get medical attention

"SECTION VI - REACTIVITY DATA

STABILITY UNSTABLE : CONDITIONS TO AVOID -

STABLE 1 x

INCOMPATABILITY (Materials to avoid) Strong mi nera] acids

H ARDOUS QECOMPOSITION PRODUCTS
aecompOSI ion may produce n1trogen ox1des, 'CO0 and/or CO2

1erma
CONDITIONS TO AVOID
HAZARDOUS MAY occuR
POLYMER!ZATION ; — : ‘ . :
' Wild- NOT OF€CEUR X | Will exotherm when combined with epoxy

resins.

SECTION VII - SPILL OR LEAK PROCEDURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED ) . .
- Flush heavily with water.

WASTE DISPOSAL METHOD Landfill or controlled burning as regulated by all

governmental agencies.
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SECTION VIIi - SPECIAL PROTECTION INFORMATION

RESPIRATORY PROTECTION (Specify fype]

VENTILATION LOCAL EXHAUST . SPECIAL
Preferred
MECHANICAL. .(General) OTHER
PROTECTIVE GLOVES : "EYE PROTECTION )
Rubber - Safety glasses or shield

OTHER PROTECTIVE EQUIPMENT )
Eye bath and safety shower

SECTION IX - SPECIAL PRECAUTIONS

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING ‘.
' Keep containers closed and away from heat.

OTHER PRECAUTIONS

ANSI Classification 4 & 5
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